
WALL MOUNT wall-

WALL MOUNT SHOP DESK
Model FI518 

www.kleton.com

SHOP DESK CASTERS 
ROULETTES POUR PUPITRE D’ATELIER
Model FI521 / No modèle FI521

SHOP DESK CASTERS
Model FI521
 www.kleton.com

SHOP DESK CASTERS
Model FI521
 www.kleton.com

TOOLS NEEDED  - OUTILS REQUIS 

PARTS LIST - LISTE DE PIÈCES

1/2” (13 mm) wrench
Clé 13 mm (1/2”) 

Swivel Caster x 4  
Roulette pivotante x 4 

Lock Washer x 4
Rondelle de blocage x 4

Nut x 4 
Écrou x 4 

ASSEMBLY CONTINUED

DRAWER ASSEMBLY

1. Remove drawer slides from the outsides of the 

drawer. Press the drawer slide release lever to 

remove slides completely. (See Figure 4)

NOTE: Depending on the side, press release 

lever either down or up to remove slides. 

 

 

 

 

 

 

 

 

 

2. Attach drawer slides to drawer tracks using 2 small 

bolts, washers, lock washers and nuts. Extend drawer 

slide completely to attach to track. Insert center bolt 

first to align front bolt hole.  (See Figure 5) 

 

 

 

 

 

 

 

 

 

 

 

 

3. Insert drawer tracks into inside of desk top, aligning 

front and back bolt holes. Drawer slides must 

face inward. Use 4 large bolts and 4 large nuts to 

assemble each drawer track to the desk top.  

(See Figure 6)

NOTE: Lip should face the bottom of desk. 

 

 

 

 

 

 

Figure 5

RELEASE LEVER

DRAWER TRACK

Figure 4

Figure 6

ASSEMBLY CONTINUED - ASSEMBLAGE, SUITE

NOTE: Before assembling casters, remove all contents from shop desk. 
NOTE : Avant d’assembler les roulettes, retirez tout le contenu du pupitre d’atelier.

1.  Lay the shop desk down on a clean surface. 

 Déposez le pupitre d’atelier sur une surface propre. 

2.  Insert casters into the feet and secure with lock washers and nuts. (See figure 1) 

 Insérez les roulettes dans les pieds et fixez-les en utilisant les 
 rondelles de blocage et les écrous. (Voir la figure 1) 

3.  Tighten nuts with a 1/2” (13 mm) wrench. 

 Serrez les écrous avec une clé 13 mm (1/2”). 


